
LED FLEXIBLE STRIP SUSPENDED/SURFACE MOUNTED PROFILE 017 
 

 
Key Features & Benefits 

 
• Our LED ceiling/ surface profile. 

• Optional clear & frosted lens. 

• Fits any LED strip 10-15mm or less in width. 

• No more spots using the frosted lens. 

• Available as 8 (2.5M) or custom lengths. 

• Use for surface mounted and ceiling application. 

 

 

 

 

 
 

 

Specifications & Order Information  

ALU - PROF - 017 -      - 
 

For example: ALU - PROF - 017 - FR - 8 

 

 
ALU  - PROF  - 4109  - LENS - LENGTH 

 

NO None 8 Feet (2.5M) 

CL Clear _ Custom Size 

FR Frosted _ Custom Size 

Accessories 
 

 

Endcap: 

ALU-EC-017 

 

Power Feed Endcap:  

ALU-PF-017 

 

Corner connectors: 

 Corner inside/outside/upside
 
 

Parameters Value Unit 

Dimensions (W x H) 20x 27 mm 

Max Piece Length 8 Feet 

 2.5 Meters 

LED Channel Dimensions (W) 16 mm 

Material Aluminum  
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SURFACE MOUNTING CLIP   Part #ALU-MC-017 

 

 

 SUSPENDED CABLE   Part #ALU-SK-017 

 
 

 

3360 NW 37th Street • Miami, FL 33142 • 1-877-571-4LED (4533) • ledsparks.com 


